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NOTES:
UL/CUL Standard

91.30

Connection method:
1. For Solid wire, peel wire in right length, push down the wire.
2. For flexible wire,

key & fix the wire, or wire furruled and

peeling wire in right length, pushdown the
fix then.
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HOW TO ORDER:

1.Conductor cross section 26~12AWG
2.Rated Voltage/Current TPFS2.5-2T-GY
Use group B ¢ D Material:
mOMmM <o:£mﬁc%v mmo% mmo% Insulator PAG6 UL94 V=0
A T T Conductor Copper aloy | Sn plated Sereies Color:
m_oa:_o: Part [EC Standard . Spring Stainless steel No. GY: Grey
1.Conductor cross section
Wire range(Solid /Stranded) o.m\M.mBMBM General information:
JR 5 Solid 0.2—4mm 1.Dimension shall be interpreted per =7 s
: = . . TR TP A F-1E 22 AN
01d Draw. No. mﬁajmmm —— 0.2-2.5mm ASME Y14.5-2009 oamw 7Mv TPES2. 5-2T-GY AN V0 JZ 35 PESC il aum*w\mﬁwsom mc%w@nm
bl g%% ooy 0.2-2.5mm? 2.Stripping length : 8—10mm W OH| %% | AW | Nane bR S 5 [ D121
LD Stranded with forrules 3.0perating temperature: —40°C~+105°C | Item |Signature| Date 2. 5mm® 3y 2
N i i 0.2-2.5mm? 4.RoHS Compliance B | gy o H 5 A ikt LB
Assembly No. with plastic sleeve m.Cja?jijﬂOUjma Tolerances: Design LR | 4/19/22 Draving No, PRM. . Revision Number | Weight Scale
2.Rated <O:O©m\OCI\®3ﬁ Pitch Range In {Nominal Dimension Range \7)7Q % Tk 4/19/22” 344&‘ V_L‘_ JLNOTES M1 / 1:1
Surge voltage category m 330 — In 330 e nuwmmw ateria
Pollution degree 3 5 | 10 30 | 60 | 100 |150 | &1/10 _,wonowmm - - HIT/HEITT 1 of 1 @\m_\ mm
Rated surge voltage(KV) 6 T 10 I0 ol o _ TREIL LUE AR
800 A - - Ttem 411521050 =
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